Glidekroge

Drehhaken mit Gleitbiigel
Skids with Swivel Hook

S27,F27,K27

FN 27, KN 27
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S27 FN 27

Dimension: A 160 mm, B 135 mm, D © 54 mm, R 34 mm. Dimension: A 160 mm, B 145 mm, D @ 54 mm, R 32 mm.

Vaegt: 0,7 kg ca. Vaegt: 1,2 kg ca.

Belastning: 200 kg max. statisk. Belastning: 300 kg max. statisk.

Materiale: Glidebojle. St. 37-2, 12x20 mm, nikkelbelagt. Ked- Materiale: Glideboijle. St. 37-2, 12x25 mm, nikkelbelagt. Ked-
krog, rustfast stal AISI 304, @ 12,7 mm. krog, rustfast stal AIS| 304, @ 16 mm.

Dimension: A 160 mm, B 130 mm, D @ 54 mm, R 34 mm. Dimension: A 160 mm, B 145 mm, D © 54 mm, R 32 mm.

Gewicht: Ca. 0,7 kg. Gewicht: Ca. 1,2kg.

Belastung: Max. 200 kg, statisch. Belastung: Max. 300 kg, statisch.

Material: Gleitbtigel, St. 37-2, 12x20 mm, vernickelt. Haken, Material: Gleitbiigel, St. 37-2, 12x25 mm, vernickelt. Haken,
Edelstahl W.St. 4301, @ 12,7 mm. Edelstahl W.St. 4301, @ 16 mm.

Dimensions: A 160 mm, B 130 mm, D @ 54 mm, R 34 mm. Dimensions: A 160 mm, B 145 mm, D @ 54 mm, R 32 mm.

Weight: Approx 0.7 kg. Weight: Approx 1.2 kg.

Load: 200 kg max. static. Load: 300 kg max. static.

Material: Skid, mild steel, 12x20 mm, nickel-plated. Material: Skid, mild steel, 12x25 mm, nickel-plated.
Swivel hook, stainless steel AISI 304, @ 12,7 mm. Swivel hook, stainless steel AISI 304, @ 16 mm.

F 27 KN 27

Dimension: A 160 mm, B 145 mm, D @ 54 mm, R 32 mm. Dimension: A 175 mm, B 175 mm, D @ 54 mm, R 40 mm.

Vaegt: 1,1 kg ca. Vaegt: 1,7 kg ca.

Belastning: 300 kg max. statisk. Belastning: 600 kg max. statisk.

Materiale: Glidebojle. St. 37-2, 12x25 mm, nikkelbelagt. Kad- Materiale: Glidebojle. St. 37-2, 12x30 mm, nikkelbelagt. Ked-
krog, rustfast stal AISI 304, @ 16 mm. krog, rustfast stal AISI 304, @ 20 mm.

Dimension: A 160 mm, B 145 mm, D @ 54 mm, R 32 mm. Dimension: A 175 mm, B 175 mm, D @ 54 mm, R 40 mm.

Gewicht: Ca. 1,1kg. Gewicht: Ca. 1,7 kg.

Belastung: Max. 300 kg, statisch. Belastung: Max. 600 kg, statisch.

Material: Gleitbtigel, St. 37-2, 12x25 mm, vemickelt. Haken, Material: Gleitbiigel, St. 37-2, 12x30 mm, vernickelt. Haken,
Edelstahl W.St. 4301, @ 16 mm. Edelstahl W.St. 4301, @ 20 mm.

Dimensions: A 160 mm, B 145 mm, D @ 54 mm, R 32 mm. Dimensions: A 175mm, B 175 mm, D @ 54 mm, R 40 mm.

Weight: Approx 1.1 kg. Weight: Approx 1.7 kg.

Load: 300 kg max. static. Load: 600 kg max. static.

Material: Skid, mild steel, 12x25 mm, nickel-plated. Material: Skid, mild steel, 12x30 mm, nickel-plated.
Swivel hook, stainless steel AISI 304, @ 16 mm. Swivel hook, stainless steel AISI 304, @ 20 mm.

K27

Dimension: A 175 mm, B 175 mm, D @ 54 mm, R 40 mm.

Vaegt: 1,6 kg ca.

Belastning: 600 kg max. statisk.

Materiale: Glidebgjle. St. 37-2, 12x30 mm, nikkelbelagt. Kad-
krog, rustfast stal AISI 304, @ 20 mm.

Dimension: A 175 mm, B 175 mm, D @ 54 mm, R 40 mm.

Gewicht: Ca. 1,6 kg.

Belastung: Max. 600 kg, statisch.

Material: Gleitbtgel, St. 37-2, 12x30 mm, vernickelt. Haken,
Edelstahl W.St. 4301, @ 20 mm.

Dimensions: A 175 mm, B 175 mm, D @ 54 mm, R 340mm.

Weight: Approx 1.6 kg.

Load: 600 kg max. static. Fremstilles ogsa til glidestang @ 60 mm.

Material: Skid, mild steel, 12x30 mm, nickel-plated. Wird auch fiir Gleitstange @ 60 mm hergestelit.
Swivel hook, stainless steel AISI 304, @ 20 mm. Is also available for tubular rail @ 60 mm.
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